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Design versions are adapted to standard assembly dimensions TECHNICAL DATA
of hydraulic pumps and made according to special requirements
of the customers DCM 5,2/4,5/28 DCM 5,2/2,2/28
Rated Power 5.2 kW 5.2 kW
) j Rated Voltage 48V 24V
% PKW 1A nmin DCM 5,2/2,2/28 W% PN 1A nmin DCM 5,2/4,5/28 - new project Rated OC-._.mﬂ—.: 145 A 593 A
80- = , : 80- SNE=ay = Rated Speed 2800 min.” 2800 min:’
3000 Syl 3000 T T Operation Mode S2 - 15 min. S2 - 15 min.
709 77 | 09 7 T S3-30% S3-30%
s0d 6 f —|n 604 6d ” n Excitation Compaund Compaund
| Protection IP 21 IP 21
504 5 2000 { 5 50- 5200 2000 , P Insulation F F
w0l alaod f w0l ol ﬂ Weight 28.5 kg 29.5 kg
7 ” Rotation C.W.D.E C.W.D.E
30{ 34300 B 304 3 |
1000 < 100 1000 -
20+ 2200 m/ ﬁ m_uummﬂmmoo i 20 2 m/ W m_uuwmw./mmoo — CAPRONI HOLDING JS mw@wN_A:wN__mmﬁ_n BULGARIA
=8 battery || T3 battery ] Tel: +359 /431/62 229
109 19100+ 83| HEE 109 14 aal [T 1] - Fax: +359 /431/ 62 230
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DCM 6,5/7,5/28
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Design versions are adapted to standard assembly dimensions TECHNICAL DATA
of hydraulic pumps and made according to special requirements
of the customers DCM 6,5/7,5/28  DCM 6,5/4,5/28
Rated Power 6.5 kW 6.5 kW
. . DCM 6,5/7,5/28 . . DCM 6,5/4,5/28 Rated Voltage 80V 48 V
ne PACU LA nmin. - - ne FRLA nm Rated Current 105 A 188 A
80+ ST _ 80 S~ ; Rated Speed 2800 min" 2800 min"
. 150 3000 ~' . 300 3000 T~ | Operation Mode S2 - 15 min. S2 - 15 min.
) T i 1 ] S3-30% S3-30%
60 f n 60 ! P T—Ln Excitation Compaund Compaund
| W Protection IP 21 IP 21
50 104 100 2000 | Fe 50+ 10200 2000 , = Insulation F F
w0l ol , w04 W = Weight 37.2kg 37.2kg
! HPs Rotation C.W.D.E C.W.D.E
304 6] \“\ 304 ‘“\
50 1000 5100+ 1000
0] & £ % H || = &} craen CAPRONI HOLDING JSC 6100 Kazeriak. BuLGARIA
vell battery ] Wl battery ] Tel: +359 /431/62 229
104 24 B3] [ [ 10+ 33 [T 11 - Fax: +359 /431/ 62 230
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DCM 10/4,5/24
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_ DCM 10/4,5/24 Design versions are adapted to standard assembly dimensions
UV n% PKW IA nmin of hydraulic pumps and made according to special requirements
804 80 - " - of the customers
750-| 3000 - f !
704 70 14 i P
60- 60- 124 Jﬁ A\ TECHNICAL DATA Connection Diagram
| "
50- 50 10-500- 2000 —— Rated Power 10 kW
——| U
7 Rated Voltage 48 V
407 407 87 7 T Rated Current 256 A
= Rated Speed 2400 min:"
304 304 6+ : ;
LA Operation Mode S2 - 10 min.
250 1000 : S3-14%
20 209 49 - 7 £ Excitation Compaund
| o8 CF 48-01 || 6100 Kazanlak, BULGARIA
104 104 2 v U =48V -0.02| Protection IP 21 CAPRONI'HOLDING JS 1, Vozheli Str.
1 109 24 oo i Tel: +359 /431/62 229
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